SUDEXPRESS

EURODUAL .

STADLER HO 1:87

Official Licensed Product

EuroDual Function mapping and Physical output configuration
-Mod. 1941E-2021

[ 97459-LS5HOM4-Diesel-Stadler-Euro-Dual-BR159-V3-R1 - LokProgrammer 5.1.4 - o X
File Programmer Tools Help
NS (2> H | F | LokSounds[--- MBit] ~ | Project: 128 MBit

Change decoder settings
@ 8 Function mapping
Drivers' cab Address } & | X | B Restore default mapping
11 [gry)] Conditions Physical outputs Logical functions Sounds A
Analog settings » Forward, FO -> Fronf it [1]: White Marker Front - -
R“dc/v ‘:V"" Reverse, FO > Rear light [1]: White Marker Rear : -
E F1, not F4 > |- Brake 2 Stadler Euro Dual / BR159 (Diesel) *, S...
d Brake Settings 2 > - i air hom signal (high) *
Dacoder @é@ F3 > - - air horn signal (low) *
Compatibility F4 |- - direction switch , Start Up (Electric L...
@J F5 > |- Shift Mode 6, Primary Load heavy load sound *
Iemation ‘chﬂé} F6 > - Acceleration, Switching Mode Sound slot 29
DCC Settings F7 > - - curve squeal *
M 1'1] Forward, FO, not F8 -> | AUX1 [1]: Headlight Front -
Sound Driving characteristics Reverse, FO, not F8 > | AUX2 [1]: Headlight Rear -
F9 > - B compressed air let off *
@b@ FO, F10 - | AUX3: Highbeam -
Function mapping Fi1 > - - coupler clank *
F12 > - Shift Mode 3
) C\ F13 = | AUXS: Cablight -
Function outputs F14 > - - release/set locomotive brake *
@b@ F15 > - - radio conversation #1 (shunting dista...
Function settings F16 > - - open/close cab door *
F17 > - Brake 1 brake button sound (brake valve sou...
F1, not F13 > | AUX7: prime mover radiator fan -
Identification F19 > - - conductor's signal *
FO, not F20 > | AUX4: Redlight -
Manual C‘;‘jgi"put F21 > - - rail clank (4 different selectable via ...
F22 > - - cab activation *
F23 > - - release/set train brake *
Motor Settings F24 > - - compressor *
F25 > - - sanding valve *
F26 > - Fade out sound
Smoke unit N N
F27 > - - Manual Notching Logic *
Jjg)) 28 > - Shift Mode 2
Sound settings F29 > - Shift Mode 3
F30 > - Disable brake sound
5T . :
It F31 > - N switch flange
Sound slot settings - > - -
oe - > - -
oo
Physical output configuration
Front light [1]: White Marker Front AUX18
Front light [2]
Rear light [1]: White Marker Rear Name:
Rear light [2] |
AUX1 [1]: Headlight Front Power on delav:
AUX1[2] ¥
AUX2 [1]: Headlight Rear ' 0 B Os
AUX2 [2]
AUX3: Highbeam Power off delay:
AUX4: Redlight ' 0 = os
AUXS5: Cablight
AUX6: directional signal
AUXT: prime mover radiator fan [] Enable function timeout
AUX8 -
AUX
AUX10: Power Enable 1 =
AUX11: Pantol
AUX12: Panto2 Output mode (effect):
Dimmable headlight v
Brightness
AUX16 . 3 =]
AUX17 =
AUX18
Enable following special functions:
[J Rule 17 forward  [] Rule 17 reverse ~ [] Dimmer [] LED mode
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